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HEAD PROFILE JAMB PROFILE

VISION PANEL LOCATED BASED 
ON DIRECTION OF ELEVATOR 
DOOR WITHIN FIRST 1/4 OF THE 
OPENING

JUNCTION BOX ONLY REQUIRED FOR TDH200 MAG 
LOCATED 5" FROM END OF POCKET AND 2-1/2" 
DOWN FROM TOP OF DOOR

TYPICAL MAG 
LOCATION 
(BEHIND DOOR)
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POCKET CLOSER

JAMB OPENING WIDTH

TDH 100 OR TDH 200 
MAG HOLDER
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5"

1/2 JAMB OPENING MINUS 1/2"

12" 16 GA STEEL 
REINFORCEMENT OR 
WOOD BLOCKING IN 
WALL BY G.C. TO RUN 
FULL WIDTH OF POCKET 
AND TO TOP OF FRAME
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NOTE: SAFEFRAME BY TOTAL DOOR

3"
3-5/8"

3"1-15/16"

OVERALL ELEVATOR FRAME WIDTH

SEALANT / CAULK

TOTAL DOOR 
CONTINUOUS HINGE

TOTAL DOOR SHOWN 
IN 180° OPEN POSITION

ELEVATOR FRAME

STD. UNDERCUT 3/4"

SURFACE MOUNTED 
SMOKE SEAL

TOTAL DOOR 
SAFEFRAME

FIELD APPLIED 
SMOKE SEAL
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JAMB WIDTH = OVERALL ELEVATOR FRAME WIDTH + 2"
JAMB HEIGHT = OVERALL ELEVATOR FRAME HEIGHT + 1"

SEALANT / CAULK
(SURROUND)

HEAD STRIKE ABOVE

STACKED WOOD OR 
STEEL STUDS

6" MIN

6"
 M

IN

STACKED WOOD OR 
STEEL STUDS


